
Model 904 
Frame Length 211/4

Model 905 
Frame Length 261/4

Model 906 
Frame Length 311/4

Model 907 
Frame Length 361/4
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21/2 71 415/8 43/8 21/2 119 513/8 53/8 21/2 179 611/8 63/8 21/2 254 71 73/8
3 85 411/4 51/8 3 146 51 63/8 3 221 605/8                   71/2 3 310 703/8 83/4
4 121 403/8 63/4 4 200 493/4 83/8 4 300 591/4 97/8 4 419 683/4 111/2
5 169 391/4 81/8 5 269 481/2 10 5 392 575/8 12 5 538 667/8 14
6 196 38 91/2 6 302 47 113/4 6 431 557/8 14 6 585 647/8 161/4
7 169 363/4 103/4 7 279 453/8 131/4 7 417 54 153/4 7 583 625/8 181/4
8 158 353/8 113/4 8 265 435/8 145/8 8 396 52 173/8 8 556 603/8 201/8
9 144 34 123/4 9 243 42 153/4 9 377 50 183/4 9 531 58 213/4

Model 908 
Frame Length 411/4

Model 909 
Frame Length 461/4

Model 910 
Frame Length 511/4

Model 911 
Frame Length 561/4
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21/2 340 803/4 81/2 21/2 440 901/2 91/2 21/2 548 1003/8 101/2 21/2 667 1101/8 111/2
3 415 80 10 3 535 893/4 111/4 3 667 991/2 123/8 3 819 1091/8 135/8
4 558 781/4 13 4 717 873/4 145/8 4 892 971/4 161/4 4 1067 1063/4 173/4
5 706 761/8 157/8 5 879 853/8 173/4 5 1094 945/8 193/4 5 1333 1037/8 215/8
6 733 733/4 181/2 6 940 823/4 205/8 6 1169 913/4 227/8 6 1427 1005/8 251/8
7 775 711/4 203/4 7 994 797/8 233/8 7 1219 881/2 257/8 7  1487 971/8 283/8
8 742 685/8 227/8 8 952 77 255/8 8 1187 851/4 283/8 8 1448 935/8 311/4
9 710 66 243/4 9 915 74 273/4 9 1142 82 303/4 9 1392 90 333/4

Model A50B 
Frame Length 203/8

Model A56B 
Frame Length 237/8

Model A88B 
Frame Length 279/16
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6/12 95 363/8 91/8 6/12 148 427/8 105/8 6/12 169 493/8 123/8
7/12 111 351/4 101/4 7/12 166 411/4 12 7/12 235 475/8 137/8
8/12 123 337/8 113/8 8/12 183 393/4 131/4 8/12 263 457/8 151/4
9/12 131 325/8 121/4 9/12 197 381/4 143/8 9/12 284 441/8 161/2

10/12 138 313/8 13 10/12 208 365/8 151/4 10/12 287 423/8 175/8
11/12 137 30 133/4     

11/12 208 351/8 161/8 11/12 298 405/8 185/8
12/12 126 287/8 143/8 12/12 208 333/4 167/8 12/12 295 39 191/2

900 and A-Series Vari-Pitch Louvers

To determine the rough 
opening size for any Vari-
Pitch louver, just measure 
down from the peak of 
the roof, along the roof 
line, the length of the 
frame. The louver quickly 
adjusts to fit the opening 
perfectly, and can be 
installed in a matter of 
minutes!

• Unique Pivoting Blades For Weather Protection.
• Adjustable from 21/2 to 9/12 roof pitches (900 Series) and 

6/12 to 12/12 roof pitches (A-Series)

• All Aluminum Construction.
• 8 x 8 Perma-Coated Aluminum Screen
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