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Note Blank spaces are not permilled. ll any ilem is nol applicable, or no
hlorrnatiott is available, the space must be marked to irtdicale thal.

Emergency Telephone Numbet

IINNTR'S RED ROOF

Manufaclurer's Name

ALUMININ{ COAT]NG
Address (Number, Street, City, Slatq and ZIP Code)

7301 BESSEMER AVENUE

CLEVELAND oH.ro 4412

41-2
Telephone Number for lnformation

2t6\ 341-2000
Dale Prepared

I 1 -26-9.|
Signalure ol Pteparer (optional)

Section I

Section lt - Hazardous lngredients/ldentily Inlormation

Hazardous Components (Specific Chemical Common Name(s)) OSI.IA PEL ACGIH TLV o/o (optional)

CALCIUM CARBONATE

cAS# 66070-60-B
cAS# l3l7-65-3

NON-HAZARDOUS

NON-HAZARDOUS

RESIN 4B%

25%

RED IRON OXIDE cAS# ls09-37-1 NON-HAZARDOUS 15%

MTNERAL SPIRITS cAS# 8052-41-3 N/A 500/8 HR. QAY f!14 B%

ANNITT VFS NON-HAZARDOUS 4%

MAXIMUM VOC C0NTENT: 350 qrams/1iter, ?.9 LBS/GAL

Sectlon llt - Physlcal/Chemical Characteristics

Specilic Gravity (H2O = 1)

Heav i er

Boiling Poinl

3.l3'F - 39.|"F
Vapor Pressure (mm Hg.)

Vapor Density (AlR = 1)

1 .20

N/A

Solubility in Waler

I nsol ubl e
Appearance and Odot

Piqmented liquid, mild solvent odor.
Sectlon lV Fire and Exploslon Hazard Data

Flash Poinl Used)

"F T. C. C.
Extinguishing Media

Mechanical foam. drv chemical, water foq, C0,
Special Fire Fighling Procedures

Straiqht-water would tend to spread fire. Use air supplied rescue equipment for

enclosed area.
Unusual Fire and Explosion Hazards

Do not store or mix brjth stronq oxidants.

(Reproduce locally) OSHA 174, Sept. 1985


